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TB	
  400	
  Intake	
  Clean	
  Troubleshooting	
  Flow	
  Chart	
  
	
  
	
  

	
  

1.	
  Engine	
  hunts	
  or	
  idles	
  
high	
  after	
  clean	
  

2.	
  Check	
  for	
  fault	
  codes,	
  
clear	
  codes,	
  road	
  test	
  and	
  
re-­‐check	
  idle	
  speed.	
  

3.	
  Perform	
  idle	
  air	
  volume	
  
relearn	
  or	
  throttle	
  body	
  

relearn	
  as	
  per	
  
manufacturers	
  instructions	
  

(procedure	
  on	
  
www.prostream.com.au.)	
  

1.	
  Engine	
  stalls	
  during	
  
induction	
  service	
  

2.	
  Close	
  tap	
  on	
  tooling	
  to	
  
stop	
  @low	
  of	
  cleaning	
  

solution.	
  

3.	
  If	
  necessary,	
  remove	
  
spark	
  plugs,	
  turn	
  

crankshaft	
  over	
  by	
  hand,	
  
make	
  sure	
  there	
  is	
  no	
  
hydraulic	
  action	
  in	
  

cylinder.	
  

	
  Intake	
  system	
  clean	
  is	
  
performed	
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1.	
  TB	
  400	
  intake	
  clean	
  
in	
  progress.	
  

2.	
  Engine	
  idle	
  drops	
  
and	
  starts	
  hunting	
  
during	
  clean,	
  MIL	
  On	
  

dash.	
  	
  
(eg.	
  Mazda	
  3)	
  

3.	
  Turn	
  tap	
  on	
  tooling	
  
to	
  the	
  Closed	
  position.	
  

4.	
  Switch	
  engine	
  off,	
  
turn	
  ignition	
  ON,	
  

connect	
  scan	
  tool,	
  clear	
  
fault	
  codes,	
  	
  

5.	
  Re-­‐start	
  engine,	
  
adjust	
  idle	
  to	
  2500	
  
rpm,	
  re-­‐open	
  tap	
  on	
  
tool	
  to	
  re-­‐commence	
  

intake	
  clean.	
  

6.	
  Carry	
  out	
  thorough	
  
road	
  test.	
  


